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The Product 
Wireless Transmitters have two pulse inputs and can therefore be connected to up to 
two meters independently; alternatively, multiple Wireless Transmitters (in remote 
locations to each other) can be connected to separate meters and send their 
messages individually. 
 
 
 
 

 
 

Features 
 

 Benefits 

 A variety of available radio frequency 
options 

 Battery powered 

 Small footprint 

 Range of up to 4km line of sight* 

 World-Wide approvals 

 Waterproof enclosure 

  Eliminates cabling required for 
installation 

 Interfaces to any third party system 

 Low impact and rapid installation 

 None invasive for Asbestos, listed 
property etc. 

 No configuration required 

 May be sited indoors or outdoors 
 

Overview 

 

Available Configurations 

MHz 433 868 915 

Power 10mW 100mW 100mW 

Inputs 4 4 4 

Range Up to 250m* Up to 4km* Up to 2km* 
 

* Line of Site 

 
Pulse transmitters can be integrated to a range of devices to receive radio messages and report on 
consumption: 
 

 Radio Interface connected to local PC running Invisible Systems Monitoring and Targeting 
software 

 Internet Gateway for remote Monitoring and Targeting from the Web 

 Pulse Bridge for re-generation of pulses to a more convenient site location  
 
Radio extenders are also available to extend range where the Radio Extender requires permanent 
mains power (230v AC). 
Monitoring bracket supplied. 


